P 2 3 4 ) 6 7 8 9 10 11 12 13
U [3.50 |7.00 [10.50 |14.00 |17.50 [21.00 |24.50 |28.00 |31.50 {35.00 |38.50 [42.00
V |7.00 ]10.50 |14.00 |17.50 [21.00 [24.50 [28.00 |31.50 [35.00 |38.50 |42.00 | 45.50
oP~6P : With Protrude P 14 | 15 116 [ 17 [18 |19 [20 [ 21 |22 [23 | 24
U_[45.50 |49.00 [52.50 |56.00 [59.50 |63.00 |66.50 |70.00 [73.50 |77.00 |80.50
< V_[49.00 [52.50 |56.00 |59.50 |63.00 |66.50 [70.00 |73.50 [77.00 [80.50 |84.00
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I NOTES 1:
UL Standard :
1.Rating: 300V 8A
L 2.Insulation Withstands Voltage:
e AC 2000V at 1 minute
3.Using Temperature Range:
15.50 —40°C~+115C

4.Screw Torque Value: 0.19N* m
5.Suitable Electric Wire: AWG 28~14

|EC Standard:

1.75 U , 1.Rating: 320V 14A
F,ﬂ% 2.Rate Impulse Voltage: 2500V
i Y i 3.Insulation Resistance:
! U | // | 500MQ or more at DC500V
‘ ‘ I ’ i } : 4 Material Group: 1
| (( : : 5.Pollution Degree: 2
| i |\|‘ | ® PR 6.0vervoltage Category: Il
} ¢ ! TC 7 us 11— - = d — — 7.Using Temperature Range:
' ‘ ' = | —40°C~+110°C
@\ I I 1 I 3OOV 8A \ o ‘ \ ‘ ‘ 8.Suitable Electric Wire: 0.2~1.5mm?
! | | | - i I
| | ,] J | G - i | NOTES 2:
" — — — J) H 1.RoHS compliance
[ [T [ ‘ 6.60 h
Normal Geometric Tolerancing
—7 = I 5 | SOLDER PIN [COPPER ALOY| Tin Plated HSmM 2 }‘.ﬁ %,l. jﬁﬁ&'&l\ﬁ FB. /> é]
0 to 100 0.2 0 to 10 0.2
4 SCREW STEEL M2/Zn Plated
T [0SR0 BB\ 3o ie 0B SLM 7o HSUAN MAO TECHNOLOGY CO., LTD.
- = — 0l
Totol Pitch Tolerances | N SPSASON 2 COVER PA GREEN Ii"% HELEN | D=} %‘Lﬁi{g& PAZ-;NAhiiRh;?NAI_ZBLOCK XXP
— ) 0t .5mm
s 0.5 |over 30985 1030 4 WIRE CAGE _COPPER-ALLOY] M2/Ni Ploted [ore ABEY A STRAIGHT TYPE H=15.5mm 14-28AWG
- ~ = : SZE NICKEL PLATED GREEN INSULATOR ROHS
sy oo 70ui0 0.4 1 HOUSING PA ey v, SEat pg
90<U<=115  +0.44 |over 90~115  +0.55 DATE #14A M PART NO.
: : PAGE REV. i
115<U<=150  +0.55 |over 115~150 +0.70 ITEM | NAME OF PART | MATERIAL| NOTES 2015/09/21 [ % qopqlx% ¢ [|F C0916-XXNSONEOOR




