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T:1.6 Dimensions of PC board holes

Tolerance : +0.05 Printed—bottom view)

UNLESS OTHERWISE SPECIFIED, TOLERANCE ON DECIMAL: £0.3

NOTE :
1.RATING: A.C.60V,7A
2.CONTACT RESISTANCE: 30 MQ OR LESS

1K HZ MEASURED AT SMALL CURRENT (1A OR LESS)
3.INSULATION RESISTANCE:100MQ MIN.

A VOLTAGE OF 500V DC SHALL BE APPLIED FOR A
MINUTE. BETWEEN CONDUCTORS WHICH SHOULD NOT
MAKE CONTACT UNDER NORMAL CONDITIONS AFTER WHICH
MEASUREMENT SHALL BE MADE.

4 .DIELECTRIC STRENGTH:WITHOUT DISTINCT DAMAGE.
BETWEEN CONDUCTORS WHICH SHOULD NOT MAKE
CONTACT UNDER NORMAL CONDITIONS. 500V AC (50 TO

60HZ) FOR 1 MIN.(TRIP CURRENT 2MA)
5.PERATING FORCE: 19.6N(2.0kgf ) MAX
PUSH PLATE FORCE SHALL BE MEASURED BY USING A GAUGE OF
STANDARD DIMENSIONS.
6.LEAD WIRE HOLD FORCE:
X—AXIS:7.84N(0.8KGF)
Y—AXIS:4.9N(0.5KGF)
Z-AXIS:9.8N(1.0KGF)

INPUT HOLE: 2mm MIN.
7.MEASURING CONDITION:

TEMPERATURE:FROM 15 TO 35

RELATIVE HUMIDITY FROM 25% TO 80%
8.0PERATING TEMPERATURE RANGE:—10T TO 65T
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