JUMPER CABLE

Solid

UL & CSA GRADE:

STYLE * 2651

Rate temperature : 105°C Compasit -
position Cross sec. Quantity
Rate voltage : 300.V S (Solic/mm) Area. (mil o (pins)
Flame Test ;| VW-1
I 26 7/0.16 223 Gray/lvory 2~42
INSULATION: | 24 7/0.203 404 Gray 2~42
Material of insulation: polyvinyl chloride (PVC) gray/ivory
Insulation thickness average: 9 mil. 22 7/0.254 640 Gray 2~42
Min. insulation thickness: 7 mil.
Hphacie B sizielziS g s after 7 days air oven at 1367 EEECARDINCEHARACIERE NS
Average tensile strength: 1500 lbsf/inch® | | Dislectrc
Percent of orlglngl: ?’D% at least. Spark Corjductor Insylatmn Capacity | Inductarce | Impedance Propagqtmn strength
Average elongation: 200%. Test resistance resistance (pF/m) (UH/m) Q) Delay Time tact Min
Percent of ariginal: 65% at [east. (V) (Q/km) Max. | (MQ) Min. P H (ns/m) (Wminuté)
2500 148 100 24 1.4 90 4.2 2000
2500 93 100 31 1.45 80 4.2 2000
2500 00 200 35 1.45 60 4.2 2000
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P (solid/mm
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1.PRODUCTS: 5.WIRE OPTION: 6.CABLE STYLE 8.FILL IT WITH"O"
F:Flat Cable A:2.54mm Pitch 26AWG (LEFT SIDE): 9.0THERS: HSUAN MAO TECHNOLOGY CO, LTD
2.SERIES NO.: B:2.54mm Pitch 24AWG A:Cut Type 0:1R01l1=100M
0804 C:2.54mm Pitch 22AMG . CAB:E s:: : 10.R:ROHS % # HELEN .@% sane” |PARTNAME = %
3.CONTACT NO.: : = 0+ 01
03-28 (RIGHT SIDE): SCALE o v FLAT CABLE 2.54mm UL2651 XXAWG
4.INSULATOR MATERIAL: Aztut. Type e ABBY A 2 g o+ GREY COLOR XXP 1ROLL=100M ROHS
P::\:g{{;‘r‘gg C?lnr U#_HIL iziiﬁ'-i" A4
ed Edge MM PART NO
Q:PVC(Grey Color DATE #& 38 .
W/0 Red Edge) 2011/03/16 I;.Gi 1 OF 1 ;Ev:k A ﬂ -ﬁ F0804‘XX(P,Q)(A,B,C)AAOOR




