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SPECIFICATIONS

Electrical

Current Rating: 1A AC, DC
Voltage Rating: 50V AC/ max.
Operating Temp.: -25°C ~ +85°C
Insulation Resistance: 100M 2/ min.
Dielectric Withstanding Voltage: 500V AC/ min.
Contact Resistance: 20M €2/ max.

Material

Material: PBT, UL94V-0

Dimension mm (in.)

B C D

Note.

5.0 2.37 | 3.00

6.0 3.37 | 4.00

7.0 4.37 | 5.00

8.0 5.37 1 6.00

9.0 6.37 | 7.00

7.37 | 8.00

8.37 | 9.00

9.37 110.00

10.37(11.00

11.37112.00

12.37113.00

13.37]14.00

14.37]15.00

18.0 | 15.37]16.00

19.0 | 16.37|17.00

20 [ 19.0

23.0 ]20.37{21.00

HSMZ R FH B2 % 0 A B/ 3]

HSUAN MAO TECHNOLOGY CO.,, LTD.

@

TOLERANCE
BHNE

DWG.

# ®m Betty

SCALE
e )

% £

XXX £ 0.1

XX £ 0.25
ANG. *

PARTNAME & %

DATE #|%8

2011/07/13

UNIT
¥

MM

SIZE.
IR A4

SH 1.0mm HOUSING 1XXXP WHITE SINGLE ROW
W/ PROTUSIONS ROHS LOW-LEAD

PART NO.

PAGE

®E 4 0OF 4

REV.
R R B

R

H9010-XXPWSYOOR

5

6

| 7

8




