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SPECIFICATION:
J I 2 910.05 PITCH BETWEEN POLES : 2.5mm
A R @} @ @ o CURRENT RATING : 3A A
‘ VOLTAGE RATING ; 250V
1 \ CONTACT RESISTANCE : INITIAL VALUE/1OMQ MAX [
’_rLI_'_'_l_f'T
J d' ©0.95+0.05 AFTER ENVIRONMENTAL TESTING/20MQ MAX
INSULATION RESISTANCE : S00MQ{min.)
B b P.C.B. LAYOUT WITHSTAND VOLTAGE : 1000V AC/MINUTE B
| | 2 5+0.05 TYP. TEMPERATURE RANGE : -25°C TO +85°C -
102 FEATURES:
C = A AVIAILABLE NUMBER OF CIRCUITS 2 TO 20 C
MATERIAL : NYLON 66 UL94V-0
— CONTACT0.64mm(.25") SQUARE PIN, BRASS, ]
{0 0.6 TIN PLATED
D -1 - D
. ﬁ A Dimensional and Order information ]
DIM:(mm). DIM:(mm)
l Poles Pol
| | 5_2 ole A oles ™
' 2 250 12 27 50
E 1 - H 3 5.00 13 30.00 E
- , 4 7 50 14 32.50 |
| 5 10.00 15 35.00
B al o B @ O M— 6.0 6 12.50 16 37.50
F J 7 15.00 17 40.00 F
g [ . 8 17 50 18 4250
L 9 20.00 19 45.00 ]
ORDER INFORMATION 32| 56 _ 10 22.50 20 47.50
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1.CONTACT NO: 4,.CONTACT PLATING: 6. FILL IT WITH "0 ”gm g ﬂ &HK{)H %‘ F EQ/ —]
|| 02 - 20 TN 7FLLITWITH 0 Compliant HSUAN MAO TECHNOLOGY CO., LTD.| |
5 CONTACT TYPE: S : SELECTIVE GOLD 8.ROHS LOW-LEAD AL SyoNCE |PARTNAME & &
b . NON DISTRIBUTION G : GOLD FLASH :w: SBelly fé‘%?? ? i JST NH 2.5mm WAFER XXP 9Q°
H 3.FUNCTION: 5.INSULATOR COLOR: 2 E Jetlin w0 # lo. s WHITE INSULATOR ROHS LOW-LEAD H
R RGHTANGLE WLWHIE E an oMM AL PARTNO. T\ 0 70 XXPRXWOOR
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